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Data Manager i Commissioning & Service Guide

Commissionin g Directly from the Data Manager
For commissioning using a PC refer to the PC Commissioning Guide

Data Manager Version V1.53.0
CGl version V1.53.0

Note 1 Data Managers require an authentication code to a run. This code is put in by RDM and you should
not see the page. However in some circumstances, this authentication screen may be displayed, if it is, you
are required to enter the correct code. If in any doubt what the code is, call RDM technical support for
assistance

Note 2 The following screens shown in the document are for a Data Manger which is running software
version V1.53.0 and has a VGA display fitted. If older software is in use or a Mono display is fitted then the
displayed screens will be similar in appearance but will have a blue background and white text displayed.

Home screen
The Site ID is displayed at the top of the Home screen

> Data Manager

System Status shows the number of current alarms and
XXXX RDM Data Manager the number of controllers on and offline. (This is
periodically updated)

System Status:

7 current Alarms Time, day and date are displayed.

126 Online, 2 Offline Use the softkeys to navigate to the following sections: -
e Devices

09:52:36 e Alarms

Wed 23 Jun 2010 e Service
e More

Devices | Alarms Service More...

Pressing more reveals a further two options: - Inhibit

and Run-On.
Devices
Changing Parameters
@ Devices
Device  Description Value  State
(AU  Dairy Case 1 4.1 Normal
CA02-1  Dairy Case 2 3.4 Normal 5 .
. From the fiHomeo screen, se
CA03-1 Dairy Case 3 2.3 Normal
CA04-1  Meat Case 1 2.8 Normal Move the cursor to the controller you wish to change
CA05-1 Deli Counter 4.1 Normal parameters, and then press
CA06-1 Fresh Produce 2.6 Normal
FFO01-1  Half GlassDoor1 -19.6 Normal Not e: Use the APage Upod an
FF02-1  Well Case 1 183 Defrost more quickly through the controller list.
~

Home Reports Pg Up Pg Dn
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.» CA01-1 (Dairy Case 1)

Name Value  Units
Inputs  Control temp. 2.0 C
Display temp. 2.0 C
Air on Probe 31 C
Air off Probe 0.9 C
Evaporator Probe.  -5.0 C
Suc. Line Probe 15 C
Superheat 6.5 C
Defrost Probe 15 C
Home Alarms Set Log

Name Value Units
1 ¢

Cut-In diff. 2.0 C

Control weight 50 %

Display weight 50 %

Relay 4 Mode Trim htr

Trim in Defrost Off

Trim Level 100 %

Key switch Case

Cancel OK +/-

Reports

e ﬁ}% Site Reports

RCTLIE@RY 0 Count of alarms by controller

Out Of Hours Off
Normal Hours 06:00

to 20:00
Select Period Last Month

Back Report

Ensure that all power is
switched off before
installing or maintaining

this product

Revision 1.53.0

This screen shows the selected controller values.
Press fiAlarmso to view ala
Pressing fiLogdo all ows the
data relating to the controller.

To view or change paramet e

You will be prompted to enter your PIN at this point.

Select the parameter to ch
Key in the new value and t

Note the +/- and . keys at the bottom right of the screen.

This screen allows the user to view reports relating to
controllers on the Data Manager.

Report Type i Select which type of report to view.

Out Of Hours T Constructs reports with data obtained from
the out of hours time period. E.g. when the store is closed

Normal Hours i Normal operating hours of the DM. For
example store opening hours

Select period i Define a time period from the past 24 hours,

week, 2 weeks or month. It is also possible to generate
reports from a specific period.

Page 5 of 60



Controller Description count = As rs]hown in thishe;ample;]the nur|r|1be_r c;]f_ arlﬁrnrw]s %enerated
ECEER 1t Exp Board TDB 3 in the past month by each controller is highlighted.
678 CirCon 1 It is possible to structure reports with information regarding:
CA01-1 Dairy Case 2 1
CAD2-1  Dairy Case 1 12 e Count of alarms by controller
CA03-1  Dairy Case 3 1 e Count of alarms by alarms
CAOA-1  Meat Case 1 1 e Count of or alarms by controller
] e Count of offline alarms by controller
CA05-1  Deli Counter 1 . .
e Night blinds report
CA07-1 HGD1 1
-
Back Pg Up Pg Dn
Alarms
» Current Alarms
Serial Device Reason Occurred ~ . N
<
GRYIFA INPO03  Probe Over Temp 15:52 14/06 From thes@HeeroOpress fAAl arms
_ the page shown opposite.
01451 401 Controller offline 15:15 14/06
01450 401 Monitor Probe 2 OT 14:59 14/06 Here the current alarms are shown with the serial number
01406 INP002 Probe Over Temp 09:54 11/06 of the alarm, the device that generated the alarm, the
01202 INPO13  Probe Eault 13:53 31/05 reason the alarm occurred and the time and date the alarm
was generated.
Bypressing A0l do the user ca
previously occurred but now cleared.
Home Old Pg Up Pg Dn
Inhibits

$ Alarm Inhibits

Device De.s.crlptlon Mode. Net.work When pressing fiMored from th
Al Dairy Case 2 Pending  Online Manager the user can view alarm inhibits. Here controllers
CA02-1  Dairy Case 1 Inhibit  Online and their current status, with regards to inhibits, are listed.
CA03-1  Dairy Case 3 Inhibit  Online
CA04-1  Meat Case 1 Online It s_hqws the network status of controlle_rs and whether

_ _ inhibits have been applied or are pending
CA05-1  Deli Counter Online
CAO6-1  Well Freezer 1 Online When a case is inhibited a system alarm is generated. This
CA07-1 HGD1 Online alarm can be directed via alarm indexes and is configurable
CA08-1  CirCon Online for each coqtroller. The default O6AI ar m I

- is 6606 and can be changed i f

Home Cancel
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Run-On

P Timer Channel Run-On

Ch Description State Mask
Store Trading Hours Off RC??-?
2 Case Lighting Off

Back Run-On Pg Up Pg Dn

{9 Ccase Lighting

Duration (mins): 60
Finish: 18:32
- If timer channel is off, the set button will turn the channel on for the
given duration.
- If timer channel is on, the set button will extend the on cycle of the
channel on for the given duration.

- The clear button will cancel the run-on.

Back Set Clear

Service & Configuration

When pressing fiMor ed -GniNete u s
Run-on will not be shown if no GP Timer Channels have
been set to allow a Run-on.

Run-on enables the user to turn on a GP Timer channel
that is off for a given period of time or to extend the on
cycle of a channel for a given duration.

Ch refers to the specific GP timer channel you wish to use
Run-on with.

Description displays the GP timer channel name.
State shows the current state of a GP timer channel.

Mask indicates what contr ol
on.

Pressing Run-On on a GP timer channel shows the opposite
screen.

Here the user can enter a period of time to turn a channel on
for or extend its current schedule.

Finish shows the end time of the run-on set.

Clear will remove a run-on for that channel.

Configuration screens will vary according to the mixture of daughter cards fitted. The following sections
indicate generally how to set the input and output devices.

From the "Home" screen, press the Service key: -

Enter PIN
or Swipe Card
* ok k %

Panel ID: B7070B2A

Cancel
Ensure that all power is
switched off before
installing or maintaining
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Local /O
2 Alarms

3 Controller
4 Timers

5 System

6 Shuttle

Home Logout

Inputs
2 Outputs

Ensure that all power is
switched off before
installing or maintaining

Local I/O

On entering the service screen, the cursor will be over
"1" Inputs,

Press "Enter" to configure the Local inputs and outputs.

Inputs

On entering the Local I/O screen, the cursor will be over
"1" Inputs,

Press "Enter" to configure the Local inputs.

Using the navigation keys, move the cursor to the input
you wish to configure.

Press "Enter"

this product Revision 1.53.0 Page 8 of 60




























































































































































