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Commissioning and Service  
Data Manager version V1.53.0 
Data Director version   V1.53.0 
CGI version  V1.53.0 

Commissioning Using a PC 
 
The following section contains information relating to the Data Manager as seen when accessed via a PC at 
"install" level. Note that some of the screens and operations are not available when logged in at "service" or 
"store" level. 
 
 
From the home screen, click the Service Icon:  
 
 
 
Which results in this screen: - 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The first service page contains Icon links to all of the service/install functions: - 
 

 Alarms 

 System 

 Controllers 

 Timers 

 Shuttle 

 General 
     
General Note. Icons may not be exactly the same as depicted in this document or in the same location. 
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System Setup 
 
From the service page, press the system icon  
 
 
Set-up Local Inputs and Outputs 
 
From the Service, System page, click on the "Local IO" icon: 
 
 
Which results in this screen: - 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Inputs Setup 
 
From the Local IO page, click on the "Input Setup" icon: 
 
 
 
The Base model of Data Manager has 12 analogue inputs, these can be used for a variety of probe types, as 
well as plant or defrost inputs. 
 
In addition to these 12 inputs, there are 3 expansion board positions. A variety of input and output boards are 
available for these positions, the Data Manager will automatically recognise what board has been used and 
display the available inputs and/or outputs on the appropriate screen. 
 
Please see Appendix 3 Related Part Numbers for the additional local IO available. 
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Input Setup Page: - 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
To setup an input, move the mouse over the input and left click, the setup page for that input will be 
displayed: - 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
In the above example, a 4-20mA input has been selected from an expansion board, This input has been 
setup as a transducer -1 to 12 bar, with upper and lower alarm limits and delay. Other input types have similar 
setup screens. 
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Probe Types Supported 
 

 PT1000 

 2K 

 470R 

 700R 

 3K  

 2K25  

 100K  

 5K  

 6K 

 10K 

 10K(2) USA 
 
The above probe types are supported. This allows for monitoring with over and under temperature alarms 
including an alarm delay. A probe input can also be assigned to another local input configured as a defrost 
input. When this defrost input is active alarms are inhibited for the temperature probe input. Once the defrost 
input is deactivated temperatures alarms are enabled once the recovery parameter expires. An offset can 
also be added to account for long cable runs. 
 
Input temperature range -99 degrees Celsius to +350 degrees Celsius for PT1000 probes. 
 
Inputs can also be configured as a Normally Open or Normally Closed plant fault input with alarm delay. 
 
An Input can also be configured as a defrost input. 
 
The Data Manager fixed inputs have alarm index numbers of: - 
 
Configured as a probe input: Probe Fault  6 
    Probe OT 4 
    Probe UT 5 
Configured as a plant input: Plant Fault  3 
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Outputs Setup 
 
From the Local IO page, click on the "Output Setup" icon: 
 
 
Which results in this screen: - 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Select an output to change and left click the mouse. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Select the mode required, enter a description for the output and click ñSet Output Informationò 
 
Mode options are: -  GP Timer Relay - For use with a GP Timer channel. 
   Alarm Relay - Alarms can be directed to this output via the Alarm Actions 
   Unused  - Relay is available for use by the Data Builder program. 
 
Other Output types have similar screens. 
















































































































































